SECTION 117

ASPHALT REJUVENATING AGENTS

117.1 GENERAL

117.1.1 Type I asphalt rejuvenating

agent, a cationic oil and resin enmulsion,
shall be composed of a petroleum resin
oil base uniformly emulsified with water
and conforming to the reguirements
contained herein.

117.1.2 Asphalt rejuvenating agents
shall not be used except under the
provisions in the approved supplemental
technical specifications,

117.2 REFERENCES
117.2.1 asTtM
D 244
D 445

117.3 TESTING REQUIREMENTS

Table 117.3 indicates testing re-
quirements for asphalt rejuvenating
agents.

117.4 CERTIFICATION

The CONTRACTOR shall furnish the ENGINEER
with the brand name and name of the manu-
facturer of the asphalt rejuvenating
agent he proposes to use and the material
shall be approved by the ENGINEER before
it is used. The CONTRACTOR shall also
furnish the ENGINEER with a manufac-
turer's certificate of compliance indica-
ting quantity and specificatien control,

117.5 MEASUREMENT AND PAYMENT

117.5.1 If this material is to be paid
for as a separate item, then the measure-~
ment and payment shall be by the treated
square yard.

117.5.2 If this material is to be
combined with other items as a complete
unit, then the measurement and payment
will be made in accordance with the
applicable section and per the Bid
Proposal.
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